
Selection aid, insulation
Approved cable and combination insulation, 
according to EN1366-3 and EN13501-2
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Component properties Installations
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Selection aid and OBO Construct BSS
In addition to this selection aid as an overview, the appropriate 
materials can be determined using the online tools for insula-
tion systems, Construct BSS for PCs or as an app for mobile 
devices.

The tools make material calculation and system selection eas-
ier: The solution to your fire protection problem is found by an-
swering a few questions and inputting some key data, and you 
will receive an overview of the approved insulation systems as 
well as necessary and optional accessories. Shopping lists 
can be created, edited and exported. The approval documents 
can be accessed via a link.

System overview



System PYROMIX® PYROPLATE® Fibre PYROBAG® PYROSIT® NG PYROPLUG® Block PYROPLUG® Peg PYROCOMB® Intube PYROCOMB® PYROCOMB® Tubes

 View

System Mortar insulation Soft insulation Cushion insulation Fire protection foam Foam block Foam plug Pipe shells Pipe sleeves Electrical insulation

European
Technical Assessment

ETA-17/0472
2017-05-22

ETA-17/0364
2018-01-12

ETA requested
on the basis of

EAD 350454-00-1104

ETA-11/0527
27.06.2018

ETA-15/0803
28.12.15

ETA-15/0701
03.12.2015

ETA-13/0904
31.05.2018

ETA-12/0182
07.07.2017

ETA-12/0207
13.11.2017
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Solid walls
  
 

   

Insulation size

Component thickness

Fire resistance class
according to 
insulation thickness

 1,200 × 2,000 mm
 2,000 × 1,200 mm
 

 1,400 × 2,000 mm
 2,000 × 1,400 mm
 

 1,000 × 1,500 mm  450 × 500 mm
 500 × 400 mm
 Ø 300 mm

 1,000 × 600 mm
   600 × 1,000 mm

 Ø 250 mm

 

 min. 100 mm

 30: 170 mm
60: 170 mm
90: 170 mm

120: 200 mm

  Ø 125 mm
  1,200 x 1,200 mm group

 

 min. 100 mm

 30: 150 mm
60: 150 mm
90: 150 mm

120: 300 mm

 Ø 400 mm

 

 min. 100 mm

 30: 100 mm
60: 100 mm
90: 100 mm

120: 100 mm
240: 100 mm

 Ø 125 mm

 

 min. 100 mm

30: 100 mm
60: 100 mm
90: 100 mm

120: 100 mm

 min. 150 mm (240 mm)  min. 100 mm (240 mm)  min. 100 mm  min. 100 mm  min. 100 mm

30 : 150 mm
60 : 150 mm
90 : 150 mm

120 : 150 mm
240 : 240 mm

30: 120 mm
60: 120 mm
90: 120 mm

120: 120 mm
240: 240 mm

 30: 350 mm
 60: 350 mm
 90: 350 mm

 30: 144 mm
 60: 144 mm
 90: 200 mm
 120: 200 mm

 30: 144 mm
 60: 144 mm
 90: 200 mm
 120: 200 mm

Solid ceilings
  
 

   

Insulation size

Component thickness

Fire resistance class
according to 
insulation thickness

 1,200 × 2,000 mm
 2,000 × 1,200 mm
  

  1,400 × 2,000 mm
  2,000 × 1,200 mm
 

 600 mm x  ∞   450 × 450 mm     1     
1Ø 300 mm

 400  mm x ∞
 700 x 1,000 mm

 Ø 250 mm

  min. 150 mm

 30: 170 mm
60: 170 mm
90: 170 mm

120: 200 mm

  Ø 125 mm

  min. 150 mm

 30:  150 mm
 60:  150 mm
 90:  300 mm
 120:  300 mm

 Ø 400 mm

 min. 150 mm

30: 150 mm
60: 150 mm
90: 150 mm

120: 150 mm
240: 300 mm

 Ø 125 mm

 min. 150 mm

 30: 150 mm
60: 150 mm
90: 150 mm

120: 150 mm

 min. 150 mm (240 mm)  min. 150 mm (240 mm)  min. 150 mm  min. 150 mm  min. 150 mm

30: 150 mm
60: 150 mm
90: 150 mm

120: 150 mm
240: 240 mm

  30: 120 mm
60: 120 mm
90: 120 mm

120: 120 mm
240: 240 mm

 30: 350 mm
 60: 350 mm
 90: 350 mm

 30: 144 mm
 60: 144 mm
 90: 200 mm
 120: 200 mm

 30: 144 mm
 60: 144 mm
 90: 200 mm
 120: 200 mm

Lightweight partitions
  
 

   

Insulation size

Component thickness

Fire resistance class
according to 
insulation thickness

                  ✖

  1,400 × 2,000 mm
  2,000 × 1,200 mm
 

 1,000 x 1,000 mm  450 x 500 mm
 500 x 450 mm              
iiØ 300 mm

 1,000 x 600 mm
 600 x 1,000 mm

 Ø 250 mm

 min. 100 mm

30: 170 mm
60: 170 mm
90: 170 mm

120: 200 mm

 Ø 125 mm

  min. 100 mm

 30:  150 mm
 60:  150 mm
 90:  150 mm
 120: 300 mm

  Ø 160 mm

 min. 100 mm

30: 100 mm
60: 100 mm

 90: 100 mm
120: 100 mm

  Ø 125 mm

 min. 100 mm

 30:  100 mm
 60:  100 mm
 90:  100 mm
 120: 100 mm

 min. 100 mm  min. 100 mm  min. 100 mm  min. 100 mm

30: 120 mm
60: 120 mm
90: 120 mm

120: 120 mm

 30: 350 mm
 60: 350 mm
 90: 200 mm
 

 30: 144 mm
 60: 144 mm
 90: 200 mm
 120: 200 mm

 30:  144 mm
 60:  144 mm
 90:  200 mm
 120:  200 mm
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Cable Ø 80mm Ø 80 mm with ASX or
FSB-WB 1.5 all Ø  Ø 80 mm  Ø 80 mm  Ø 80 mm  Ø 80 mm ✖ ✖

Cable bundle Ø 100 mm
Cable Ø 21 mm

Ø 100 mm
Cable Ø 21 mm with ASX

or FSB-WB 1.5

Ø 150 mm
Cable Ø 21 mm

Ø 100 mm
Cable Ø 21 mm

Ø 100 mm
Cable Ø 21 mm

Ø 100 mm
Cable Ø 21 mm

Ø 107 mm
Cable Ø 21 mm ✖ ✖

Plastic pipes,
rigid

Ø16 mm, wrapped with
FSB-WB 1.5, one-layer ✖ ✖ Ø 40 mm Ø 40 mm Ø 16 mm ✖ ✖

Ø 63 mm
Cable Ø 21 mm

Plastic pipes,
flexible

Pipe Ø 32 mm, 
cable Ø 21 mm, only with

PYROCOMB Intube

Ø 32 mm, cable Ø 21 mm
Use wrap FSB-WB 1.5 ✖ Ø 40 mm Ø 40 mm Ø 16 mm Ø 32 mm

Cable Ø 21 mm ✖
Ø 63 mm

Cable Ø 21 mm

Bundle of plastic pipes Only with 
PYROCOMB® Intube

Ø 100 mm with FSB-WB 
1.5, three-layers ✖ Ø 80 mm Ø 80 mm, pipe

Ø 40 mm, ✖
Ø 107 mm, pipe

Ø 32 mm, cable Ø 21 mm ✖
Ø 125 mm,

pipe Ø 63 mm

Steel armoured pipes Ø16 mm, wrapped with
FSB-WB 1.5, one-layer ✖ ✖  Ø 16 mm Ø16 mm Ø 16 mm ✖ ✖ ✖

Cable support systems Steel profiles Steel profiles Steel, aluminium or 
plastic profiles Steel profiles Steel profiles Steel profiles ✖ ✖ ✖

Metal pipes with
path insulation

Steel, stainless steel and 
cast steel Ø  323.9 mm,

copper Ø 88.9 mm (with Conlit 
150U ‒ up to Ø 108.0mm)

Steel, stainless steel and 
cast steel Ø  170 mm,

copper Ø 88.9 mm
- Only with path insulation

✖

Steel, stainless steel and 
cast steel Ø 88.9 mm, 

copper Ø 88.9 mm
- Only with path insulation

Steel, stainless steel and 
cast steel Ø 88.9 mm, 

copper Ø 88.9 mm
- Only with path insulation

✖ ✖ ✖ ✖

Plastic pipes Ø 160 mm Ø 160 mm
Use wrap FSB-WB BS ✖

Ø 50‒Ø 110; >  Ø 50 mm  
with additional

pipe sleeve
Ø 50 mm ✖ 2× Ø 32 mm (walls) Ø 400 mm ✖

+

Framework

Stainless steel with
insulation + accompanying 
cable Ø 40 mm

Stainless steel with
insulation + accompanying 
cable Ø 40 mm

PYROMIX® PYROPLATE® Fibre

PYROCOMB® Intube

Tubolit Duo Split 
Ø 6.0‒18.0 mm

Tubolit Duo Split 
Ø 6.0‒18.0 mm

PYROMIX® PYROPLATE® Fibre

HANSA-FLEX HD 200-2 SN 
Ø 55.9 mm

PYROMIX®

2 x Ø 22 mm CU +
PEF 9.0 mm Ø 25 mm PVC +
3 cables Ø ≤ 14 mm 

PYROCOMB® Intube

24 pipes Ø 7 mm x 1.5 mm, 
7 pipes Ø 10 mm x 2.0 mm, 
5 pipes Ø 12 mm x 2.0 mm

24 pipes Ø 7 mm x 1.5 mm, 
7 pipes Ø 10 mm x 2.0 mm, 
5 pipes Ø 12 mm x 2.0 mm

PYROMIX® PYROPLATE® Fibre

24 pipes Ø 7 mm x 1.5 mm, 
7 pipes Ø 10 mm x 2.0 mm, 
5 pipes Ø 12 mm x 2.0 mm

210 x 80 mm

PYROBAG®

PYROBAG®

Ø 200 mm, 
Wall thickness 3.5 mm, PVC

Cardboard or plastic PE-HD pipe
(ceiling)

PYROPLUG® PegPYROBAG® PYROSIT® NG

210 x 100 mm

Double solar pipes

Air Condition

Speedpipe

Hydraulic hoses

Plastic ducts

Metal ducts

Other installations



Framework

Stainless steel with
insulation + accompanying 
cable Ø 40 mm

Stainless steel with
insulation + accompanying 
cable Ø 40 mm

PYROMIX® PYROPLATE® Fibre

PYROCOMB® Intube

Tubolit Duo Split 
Ø 6.0‒18.0 mm

Tubolit Duo Split 
Ø 6.0‒18.0 mm

PYROMIX® PYROPLATE® Fibre

HANSA-FLEX HD 200-2 SN 
Ø 55.9 mm

PYROMIX®

2 x Ø 22 mm CU +
PEF 9.0 mm Ø 25 mm PVC +
3 cables Ø ≤ 14 mm 

PYROCOMB® Intube

24 pipes Ø 7 mm x 1.5 mm, 
7 pipes Ø 10 mm x 2.0 mm, 
5 pipes Ø 12 mm x 2.0 mm

24 pipes Ø 7 mm x 1.5 mm, 
7 pipes Ø 10 mm x 2.0 mm, 
5 pipes Ø 12 mm x 2.0 mm

PYROMIX® PYROPLATE® Fibre

24 pipes Ø 7 mm x 1.5 mm, 
7 pipes Ø 10 mm x 2.0 mm, 
5 pipes Ø 12 mm x 2.0 mm

210 x 80 mm

PYROBAG®

PYROBAG®

Ø 200 mm, 
Wall thickness 3.5 mm, PVC

Cardboard or plastic PE-HD pipe
(ceiling)

PYROPLUG® PegPYROBAG® PYROSIT® NG

210 x 100 mm

Double solar pipes

Air Condition

Speedpipe

Hydraulic hoses

Plastic ducts

Metal ducts

Other installations



OBO BETTERMANN Export GmbH & Co. KG
P.O. Box 1120
58694 Menden
GERMANY

Customer Service
Tel.: +49 (0)2373 89-1700
Fax: +49 (0)2373 89-1238
export@obo.de

www.obo-bettermann.com ©
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